
NO TOOLS REQUIRED

Step 1

Step 2

Step 3

Step 5

Step 6

Connect the two Frame Halves together.

Install the Net Retainers.

Attach the Net

Assemble the Axle.

Attach the axle assembly to the frame.

Place both Frame Halves on a flat surface right side up. Begin both connections at the same time by
lining up the tabs on each half with the slots on the opposite side. As the tabs move into the slots on the
opposite side, continue slowly pressing halves together until the locking tabs on each connection snap
into place. You may have to push hard to fully connect the joints.

Turn the assembled frame upside down. Find a Connection Lock, face the two large tabs downward
and align them on the outside of the gussets on either side of the joint. Slowly and carefully push down
until all three locking tabs snap into place. Repete with the second Connection Lock on the other side.

With the Frame upside down. Stretch the opening of the Net under the Net Retainer and around the
bottom portion of the assembled frame. To properly align the net, locate the net seams at the center of
each end of the frame. The long seam should be parallel to the axle.

Push the long end of each axle shaft into a round opening on the lower portion of the axle riser. Make
sure each axle shaft is pushed all the way in until it hits bottom.

Turn the frame right-side-up. Insert one end of the axle assembly into the hole on the large tab on the
inside wall of the frame. Place the other end of the axle assembly over the tab on the opposite end and
slowly push it down the center of the tab until it snaps into the hole on the bottom of the tab. Your
SwivelSkim is now ready for use.

NOTE: Once assembled, do not attempt to disassemble or permanent damage may result.

NOTE: An optional coarse net with larger mesh holes is available as an accessory item. The coarse net
can protect the fine net from wear. If you want to capture large debris only, such as on a pond, the
course net can be used by itself.
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Step 4 Install the Connection Locks.
Turn the assembled Frame right-side-up. Find a Connection Lock, face the two large tabs inward and
align them to the two small rectangular holes on either side of the joint. Slowly and carefully push until
both locking tabs snap into place. Repete with the second Connection Lock on the other side.
NOTE: Once assembled, do not attempt to disassemble or permanent damage may result.

See operating instructions on the other side of this page.

Visit our website to see our other
innovative pool products:
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SwivelSkim Parts List
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2-Frame Halves 1-Axle Riser 2-Net Retainer 2-Axle halves with Float 2-Connection Locks 1-Net

SwivelSkim Assembly Instructions
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